SPLIT

Compact Cassette
Compact 4-way Flow Series
Compact & Comfort

Compact and stylish panel design

Compact and stylish panel design fits the grid type ceiling.
Itis a linear design suitable for grid shape of 620 mm x 620 mm
grid ceiling.

Easy maintenance

Maintenance is easier by removing the ceiling panel next to the
grill, maintenance can be done, and new installation of inspection
hole is unnecessary, so construction costs can be suppressed.

1

Flexible installation

Itis suitable for ceiling of grid type and it has high degree of
freedom of installation and it can be installed beside lighting and
ventilation opening.
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The air inlet grill can be installed in various directions,
SO maintenance is easy.

Low ambient
operation
Cooling 46°C
_10n° Heating
13 C 24°C
15°C
atCooling .
-10°C
Current model -15°C -15°C
New model
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Model: AUXGO9KVLA / AUXG12KVLA / AUXG14KVLA / AUXG18KVLA / AUXG22KVLA / AUXG24KVLA

For AUXG9/12/14KVLA For AUXG18/22KVLA For AUXG24KVLA

Specifications

o AUXGO9KVLA | AUXGI2KVLA | AUXGI4KVLA | AUXGIBKVLA | AUXG22KVLA | AUXG24KVLA
odel No.
AOYGOOKBTB | AOYGI2KBTB | AOYGI4KBTB | AOYGIBKBTB | AOYG22KBTB | AOYG24KBTB

Power Source Single phase, ~230V, 50Hz =
Capacity Cooling oW 2.5(0.9-3.2) 3.5 (0.9-4.4) 4.3 (0.9-5.4) 5.2 (0.9-5.9) 6.0 (0.9-6.7) 6.8 (0.9-8.0) E
Heating 3.2 (0.9-4.7) 4. (0.9-5.7) 5.0 (0.9-6.5) 6.0 (0.9-7.5) 7.0 (0.9-8.0) 7.5(0.9-9.1) L)
Input Power Cooling/Heating kw 0.55/0.79 0.93/1.08 1.28/1.32 1.60/1.66 1.82/1.87 2.21/2.03
EER Cooling WIW 4.57 3.76 3.36 3.25 3.30 3.08
cop Heating 4.05 3.80 3.79 3.61 3.74 3.69
Pdesign Cooling/Heating(-10°C) kw 2.512.6 3.5/3.4 4.3/3.8 5.2/4.4 6.0/4.8 6.8/6.0
SEER Cooling W 6.70 6.60 6.50 6.60 6.60 6.10
SCOP Heating (Average) 4.40 4.30 4.40 4.20 4.30 4.00
Energy Efficiency Cooling A+t At A++ A++ A+t At+
Class Heating (Average) A+ A+ A+ A+ A+ A+
Max. Operating Current Cooling/Heating A 7.9/7.9 9.719.7 10.2/10.2 12.112.1 12.6/12.6 13.6/13.6
Annual Energy Cooling KWhia 131 186 231 275 318 390
Consumption Heating 826 1,106 1,208 1,466 1,562 2,097
Moisture Removal I/h 0.6 1.2 1.5 2.2 2.6 2.7
Indoor (Cooling) HIM/L/Q 33/31/29127 37134130127 38/34130/27 38/34/130/26 4442136130 49/44/36/30
Sound Pressure Level Indoor (Heating) H/M/LIQ 34132129127 37/34/31/29 43/38/34/30 43/38/34/30 45143140133 49/45/40/33
Outdoor (Cooling/Heating) | High dB(A) 46/46 47147 49/49 50/50 51/51 53/54
Sound Power Level Indoor(Cooling/Heating) High 4647 49/49 50/55 50/55 56/57 59/61
Outdoor(Cooling/Heating) | High 59/59 61/61 62162 62162 63/63 65/66
Airflow Rate Indoor / Outdoor (Cooling)| High m/h 540/1,480 600/1,580 680/1,670 680/2,160 830/2,240 930/2,700
Indoor / Outdoor (Heating) | High 540/1,410 600/1,520 800/1,580 800/1,830 860/1,960 930/2,700
Net Dimensions Indoor mm 245x570x570 245x570x570 245x570x570 245x570x570 245x570x570 245x570x570
HxWxD Outdoor mm 542x799x290 542x799x290 542x799x290 632x799x290 632x799x290 716x820x315
Weight Indoor kg(Ibs) 15 (33) 15 (33) 15 (33) 15 (33) 16 (35) 16 (35)
Outdoor kg(Ibs) 32 (71) 33 (73) 33 (73) 36 (79) 38 (84) 42 (93)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.70 6.35/12.70 6.35/12.70
Drain hose Diameter (I.D./0.D.) mm 25/32 25/32 25/32 25/32 25/32 25/32
Max Pipe Length (Pre-Charge) m 20 (15) 25 (15) 25 (15) 30 (20) 30 (20) 30 (20)
Max Height Difference 15 20 20 20 25 25
Operation Range Cooling DB -15to 46 -15to 46 -15to 46 -15 to 46 -15 to 46 -15to 46
Heating -15to 24 -15to 24 -15to 24 -15to 24 -15to 24 -15to 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675)
Charge [ kg(CO2eq-T) 0.85 (0.574) 0.85 (0.574) 0.85 (0.574) 1.02 (0.689) 1.25 (0.844) 1.25(0.844)
Model name UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W UTG-UFYF-W
Cassette Grille Dimensions (H x W x D) [ mm 49x620x620 49x620x620 49x620x620 49x620x620 49x620x620 49x620x620
Weight [ kg(lbs) 2.3(5) 2.3(5) 2.3(5) 2.3(5) 2.3(5 2.3(5
Optional parts
Compact Wired Remote Controller: UTY-RCRYZ1 External Switch Controller: UTY-TERX Network Convertor for single split (DC power supply type): UTY-VTGX
Wired Remote Controller (Touch Panel): UTY-RNRYZ3 Wireless LAN Interface: UTY-TFSXZ1 Network Convertor for single split (AC power supply type): UTY-VTGXV
Wired Remote Controller: UTY-RLRY FJ-RGWIFI-1 Insulation Kit For High Humidity: UTZ-KXGC
UTY-RNNYM KNX® Convertor: UTY-VKSX Fresh Air Intake Kit: UTZ-VXAA
UTY-RVNYM MODBUS® Convertor: UTY-VMSX External input and output PCB: UTY-XCSX
Simple Remote Controller (Without operation mode): UTY-RHRY Air Outlet Shutter Plate: UTR-YDZB External input and output PCB Box: UTZ-GXRA
Simple Remote Controller: UTY-RSRY External Connect Kit: UTY-XWZXZG Cassette Grille: UTG-UFYF-W
UTY-RSNYM MODBUS® Interface: FJ-RGMBS-1
Wireless Remote Controller: UTY-LNTY KNX® Interface: FJ-RGKNX-Ti
Dimensions
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SPLIT

Compact Cassette
Compact 4-way Flow Series
Compact & Comfort
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2-stage turbo fan
High efficiency design by 2 stage structure

Previous turbo fan 9 2-stage turbo fan [

An evenly spread air distribution

In the case of a conventional fan, the

air outlet range was narrow as the V(‘-_‘Alltl)rcl?ty across the heat exchanger is possible 2—sﬁage
airflow moved to the motor side Fast due to the 2 stage turbo fan which
which meant the velocity of air produces two separate airflow Heat exchange
) efficiency:
passing through the heat exchanger streams.
was uneven. %UP
Slow ~ J
Quiet q uality Designed by CFD-analysis (fluid) simulations
Optimized wing form (laminar wing type) and wing number Laminar wing
(7 blades each) Airflow runs through smoothly along
the laminar wing
& Spin direction
€«
No airflow separation
Quiet Airflow direction
Adoption of laminar wing _—
Improvement of the airflow distribution Low ambient operation

The louver design distributes air leaving a space

between the chassis and the ceiling allowing far and

wide airflow distribution.

Cooling 46°C

Frontpart  Ceiling

Bottom view ——— =
Py Heating 24°C
15°C

—— at Heating
Rear part ) .
Much less temperature irreqularity
Round louver by spreading airflow widely -10°C -15°C

S-046



Model : AUYG12LVLB / AUYG14LVLB / AUYG18LVLB / AUYG24LVLA
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For AUYG12/14LVLB FOI’AUYG]8LVLB For AUYG24LVLA

Specifications

o AUYGI2LVLB AUYGT4LVLB AUYGISLVLB AUYG24LVLA
odel No.
AOYGI2LALL AOYGT4LALL AOYG18LBCB AOYG24LBCB

Power Source Single phase, ~230V, 50Hz

[
. Cooling 3.5 (0.9-4.4) 4.3 (0.9-5.4) 5.2 (0.9-5.9) 6.8 (0.9-8.0) =
(apacity - kw o
Heating 4.1 (0.9-5.7) 5.0 (0.9-6.5) 6.0 (0.9-7.5) 8.0 (0.9-9.1) L)
Input Power Cooling/Heating kw 1.05/1.11 1.33/1.34 1.62/1.66 2.21/12.26
EER Cooling WiW 3.33 3.21 3.21 3.08
CcopP Heating 3.69 3.71 3.61 3.54
Pdesign Cooling/Heating(-10°C) kw 3.5/4.2 4.3/4.5 5.2/5.2 6.8/6.0
SEER Cooling WIW 6.20 6.40 6.20 5.60
scop Heating (Average) 4.10 4.40 4.20 3.90
Energy Efficiency Cooling A+t A+t A+t A+
Class Heating (Average) A+ A+ A+ A
Max. Operating Current Cooling/Heating A 7.5/10.0 9.0112.5 11.5/13.5 14.715.7
Annual Energy Cooling KWhia 198 235 293 425
Consumption Heating 1,431 1,432 1,732 2,151
Moisture Removal I/h 1.2 1.5 2.2 2.7
Indoor (Cooling) H/M/L/IQ 37134130127 38/34/130/27 38/34/30/26 49/44/36/30
Sound Pressure Level Indoor (Heating) H/M/L/Q 37/34/31/29 43/38/34/30 43/38/34/30 49/45140/33
Outdoor(Cooling/Heating) | High dB(A) 47148 49/49 50/50 53/54
Sound Power Level Indoor(Cooling/Heating) | High 49149 50/55 50/55 59/61
Outdoor(Cooling/Heating) | High 61/63 62164 62165 66/66
. Indoor / Outdoor (Cooling) | High 3 600/1,780 680/1,910 680/2,380 930/2,850
Airflow Rate - - m’/h
Indoor / Outdoor (Heating) | High 600/1,630 800/1,740 800/2,080 930/2,700
Net Dimensions Indoor mm 245%570x570 245%570x570 245%570x570 245x570x570
HxWxD Outdoor mm 578x790x300 578x790x300 632x799x290 716x820x315
Weight Indoor kg(Ibs) 15 (33) 15 (33) 15 (33) 16 (35)
Outdoor kg(Ibs) 40 (88) 40 (88) 36 (79) 42 (93)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/12.70 6.35/12.70 6.35/15.88
Drain hose Diameter (I.D./0.D.) mm 25/32 25/32 25132 25/32
Max Pipe Length (Pre-Charge) m 25 (15) 25 (15) 25 (15) 30 (15)
Max Height Difference 15 15 15 20
N Cooling N -10to 46 -10 to 46 -10 to 46 -10 to 46
Operation Range Heating s 510 24 510 24 510 24 510 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
Charge [ kg(C02eq-T) 1.15 (2.401) 1.25 (2.610) 1.20 (2.506) 1.50 (3.132)
Model name UTG-UFYD-W UTG-UFYD-W UTG-UFYD-W UTG-UFYD-W
Cassette Grille Dimensions (H x W x D) [ mm 49x700x700 49x700x700 49x700x700 49x700x700
Weight [ kg(lbs) 2.6 (6) 2.6 (6) 2.6 (6) 2.6 (6)
Optional parts
Wired Remote Controller:  UTY-RNNYM External Switch Controller: UTY-TERX Network Convertor for single split (DC power supply type): UTY-VTGX
UTY-RVNYM External Connect Kit: UTY-XWZX Network Convertor for single split (AC power supply type): UTY-VTGXV
Simple Remote Controller: UTY-RSNYM Insulation Kit For High Humidity: UTZ-KXGC Air Outlet Shutter Plate: UTR-YDZB
Wireless LAN Interface: UTY-TFNXZ1 Fresh Air Intake Kit: UTZ-VXAA MODBUS® Interface: FJ-RGMBS-1
FJ-RGWIFI-1 Cassette Grille: UTG-UFYD-W KNX® Interface: FJ-RGKNX-Ti

Dimensions
(Unit: mm)
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SPLIT

UTG-UKYA-B
Black Color Grille

Cassette
Circular Flow Series
Comfort for Large Room

'[\E—ERIGt&AIVJT‘
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R32
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DC SetTemp. | Retun | changeaver | Upinown Restart | Duct | Distibuting | Individual §AutoOFF | Weekly | Fitter DrainPump

(30/36/
45154)

Unique Circular Flow design

(assette type realizes Circular Flow to blow large airflow in 360°
direction by mounting high performance DC fan motor, turbo fan and
unique seamless airflow louver design.

Individual louver control

Each louver can be set individually by Touch Panel Wired Remote
Controller to enjoy the comfort of different directional airflows according
to various room layouts.

*Touch Panel Wired RC (UTY-RNRYZ3)only

Comfortable air conditioning by Efficient air conditioning based on the
preventing direct blowing of cold air room layout

and by providing swinging air flow

simultaneously.

Human sensor increases more energy saving
Energy saving operation starts automatically by detecting

the motion of a person. 2 modes of save operation mode
and stop mode can be selected.

Compact and lightweight outdoor unit

45/54 models outdoor unit was changed completely. Easier installation
was realized by compact and lightweight outdoor unit.

Low ambient operation

Cooling 46°C
Heating 24°C
15°C
at Heating
-10°C -15°C
R410A model R32 model
Various Cassette Grille
Both, black and white color grilles are available.
There are three types: white color grille with
Remote Controller, only white color grille and
UTG-UKYA-W [ m— UTG-UKYA-B UTG-UKYGW

only black color grille.
Selectable according to the atmosphere
and/or usage of the room.

White Color Grille

remote controller

S-048

- Black Color Grille
L'—_

With touch panel wired

White Color Grille
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Model: AUXG18KRLB / AUXG22KRLB / AUXG24KRLB / AUXG30KRLB / AUXG36KRLB / AUXG45KRLB / AUXG54KRLB
AUXG36KRLB [3 phase] / AUXG45KRLB [3 phase] / AUXG54KRLB [3 phase]

AUXG18/22/24KRLB

Specifications

AUXG30/36/45/54KRLB

For AUXG18/22KRLB

R37

For AUXG24KRLB

For AUXG30/36KRLB

For AUXG45/54KRLB

AUXGISKRLB | AUXG22KRLB | AUXG24KRLB | AUXG3OKRLB | AUXG3GKRLB | AUXGASKRLB | AUXGSAKRLB Jll AUKG3GKRLB | AUXGASKRLB | AUKGS4KRLB
o AUNGIBKLB | AUKGZ2ARLS | AVKG2RRLB | AUKGROKRL | ANGRSKRLD | AVIGSKRLB | AUNGSLS | | AUIGASKLS | ADGSHARL |
| Oudoorunit | AOYGIBKBT | AOYG22KBTB | AOYG24KBTB | A0YG30KETB | AovG3skas | Aovcusiars | Aovesukars [l AovGaskRTA | AovauskaTa | Aovasukira

Power Source Single phase, 230V, 50Hz 3 phase, 400V, 50Hz
Capacity Cooling oW 52(0959) | 6.0(09-6.7) | 6.8(0.9-8.0) | 8.5(28-10.0) | 9.5 (2.8-11.2) [ 12.1 (4.0-14.0) |13.4 (£5-145) 9.5 (2.8-11.2) | 12.1 (£.0-14.0) | 13.4 (4.5-14.5)
Heating 6.0(0.9-75) | 7.0(0.9-8.0) | 7.5(0.9-9.0) |10.0(27-11.2){10.8 (27-12.7) | 13.5 (4.2-16.2) | 15.5 (4.7-16.5)  10.8 (2.7-12.7) | 13.5 (4.2-16.2) | 15.5 (.7-16.5)
Input Power Cooling/Heating kW 1.36/1.58 1.7111.82 1.89/1.90 2441251 29112.45 3613.21 4411616 29112.45 3613.21 4411616
EER Cooling WIW 382 351 3.60 349 3.26 33 3.04 3.26 335 304
coP Heating 3.80 385 395 398 440 £.20 373 440 4.20 373
Pdesign Cooling/Heating(-10°C) kW 5.20b4 6.0/4.8 6.8/6.0 8.5/8.0 9.58.7 - 95187 - -
SEER Cooling WIW 700 700 6.60 6.70 6.55 - 6.55 - -
SCoP Heating (Average) 4.30 440 4.20 430 4.30 - 430 - -
Energy Efficiency Cooling A+ Att A+ A+t At R At B R
Class Heating (Average) At At At A At - - At - -
Max. Operating Current Cooling/Heating A 121121 12.6/12.6 13.6/13.6 2261226 2261226 2851285 2851285 105105 14.0114.0 14.014.0
Annual Energy Cooling Whia 260 300 360 L4k 507 - - 507 - -
Consumption Heating 1431 1527 1999 2,601 2,828 - 2,828 - -
Moisture Removal I/h 15 22 21 25 33 45 50 33 4.5 50
Indoor (Cooling) H/M/LIQ 333231128 | 3332131128 | 35133132129 | 4O/38136/33 | A4/41/38/34 | 4614239135 | 47TIA3J0I36  44IA1I38/34 | 46/42139/35 | 4714340136
Sound Pressure Level Indoor (Heating) H/M/L/Q 3332031128 | 3332131128 | 3513332129 | 40/38I36/33 | 44I41138/34 | 4642139135 | 47431L0I36 L4JE1I38134 | 46/42139/35 | 47143140136
Outdoor(Cooling/Heating) | High dB(A) 50150 5151 53154 5355 55/55 51i51 571159 55/55 51151 51159
Sound Power Level Indoor(Cooling/Heating) High LTI4T 49169 49149 54154 58/58 60/60 61161 58/58 60/60 61/61
Outdoor(Cooling/Heating) | High 62162 63/63 65166 68/69 70170 nm i3I 70170 nm JETE]
Aiflow Rate Indoor / Outdoor (Cooling) | High mh 1,050/2,160 | 1,050/2,240 | 1150/2,700 | 1,600/3,750 | 1,870/3,750 | 2,000/4,450 | 2,100/4,450 1,8703,750 | 2,000/4,450 | 2100/4 450
Indoor / Outdoor (Heating) | High 1,050/1,830 | 1,050/1,960 | 115072700 | 1,600/3,750 | 1,870/3,750 | 2,000/4450 | 2,100/4450 1,87013,750 | 2,000/4,450 | 2,100/4,450
Net Dimensions Indoor mm 246xB40XB40 | 246x840x840 | 246x840xB40 | 288x840xB40 | 288xB40xB40 | 288xB40xB40 | 288xB40xB40  288xB40XBA0 | 288xB40xB40 | 288xB40x840
HxWxD Outdoor mm 632x799x290 | 632x799x290 | 716x820x315 | 788x940x320 | 788x940x320 | 998x940x320 | 998x940x320  788x940x320 | 998x940x320 | 998x940x320
Weight Indoor kq(Ibs) 2(51) 251 24(53) 26(57) 29 (64) 29 (64) 29 (64) 29 (64) 29 (64) 29 (64)
Outdoor kg(Ibs) 36(79) 38 (84) 42(93) 52(115) 52 (115) 67 (148) 67 (148) 53(117) 67 (148) 67 (148)
Connection Pipe Diameter (Liquid / Gas) mm 63501270 | 6351270 | 6351270 | 95211588 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 9.52/15.88 | 9.52115.88 | 9.52/15.88
Drain hose Diameter (I.D./0.D.) 2532 25032 2532 25032 2532 25032 2532 2532 2532 25032
Max Pipe Length (Pre-Charge) m 30(20) 30(20) 30(20) 50 (30) 50(30) 50(30) 50(30) 50(30) 50(30) 50(30)
Max Height Difference 20 25 25 30 30 30 30 30 30 30
Operation Range Cooling DB -15t0 46 -150 46 -15t0 46 -150 46 -15t0 46 -1510 46 -15t0 46 -15t0 46 -15t0 46 -15t0 46
Heating -15t0 24 -15t0 24 -15t0 24 -15to 24 -15t0 24 -15to 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24
Refrigerant Type (Global Warming Potential) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675) R32 (675)
Charge [ kg(CO2eq-T) | 1.02(0.689) | 1.25(0.844) | 1.25(0.844) | 1.90(1.283) | 1.90(1.283) | 2.70(1.823) | 2.70(1.823) 190(1.263) | 2.70(1.823) | 2.70(1.823)
UTG-UKYA-W: White Color with touch UTG-UKYA-W: White Color with touch
Variation panel wired remote controller panel wired remote controller
(Cassette Grille UTG-UKYGW: White Color / UTG-UKYA-B*1: Black Color UTG-UKYCW: White Color / UTG-UKYA-B*1: Black Color
Dimensions (H x W x D) mm 5319506950 | 53x950x950 [ 5349501950 | 53x950¢350 [ 53x950x950 | 53x950x950 [ 531950950 5319501950 | 53x950x950 [ 5319501950
Weight | kqllbs) 60(3) | 6003 | 6003) [ e0m) | 03 [ 60(3) [ 6003 60(3) [ 6003 | 60013

Optional parts

*1: IR Receiver kit and human sensor kit cannot be connected.

Compact Wired Remote Controller: UTY-RCRYZ1 Wireless LAN Interface: UTY-TFSXZ1 Cassette Grille: UTG-UKYA-B
Wired Remote Controller (Touch Panel): UTY-RNRYZ3 FJ-RGWIFI-1 UTG-UKYA-W
Wired Remote Controller: UTY-RLRY KNX® Convertor: UTY-VKSX UTG-UKYGW
UTY-RNNYM MODBUS® Convertor: UTY-VMSX Air Outlet Shutter Plate: UTR-YDZK
UTY-RVNYM External input and output PCB: UTY-XCSX Network Convertor for single split (DC power supply type): UTY-VTGX
Simple Remote Controller (Without operation mode): UTY-RHRY External input and output PCB Box: UTZ-GXRA Network Convertor for single split (AC power supply type): UTY-VTGXV
Simple Remote Controller: UTY-RSRY Insulation Kit For High Humidity: ~ UTZ-KXRA MODBUS® Interface: FJ-RGMBS-1
UTY-RSNYM Fresh Air Intake Kit: UTZ-VXRA KNX® Interface: FJ-RGKNX-Ti
Human Sensor Kit: UTY-SHZXC Wide Panel: UTG-AKXA-W
External Switch Controller: UTY-TERX Panel Spacer: UTG-BKXA-W (Outdoor unit 30/36/45/54)
External Connect Kit: UTY-XWZXZG IR Receiver Unit UTY-LBTYC External Connect Kit: UTY-XWZXZ3
Dimensions
(Unit: mm)
Human sensor (Option) _ﬁ;
IR receiver (Option) P O/ \6
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SPLIT

Cassette
Circular Flow Series
Comfort for Large Room
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(30/36/
45154)

Unique Circular Flow design
g7mm high density
heat exchanger

DC fan motor

(Cassette type realizes Circular Flow to blow

large airflow in 360° direction by mounting high
performance DC fan motor, turbo fan and unique High efficient turbo fan
seamless airflow louver design. Seamless airflow louver

O

|

)

Individual louver control

Each louver can be set individually by Touch Panel Wired Remote ‘
Controller to enjoy the comfort of different directional airflows according
to various room layouts. -

*Touch Panel Wired RC (UTY-RNRYZ3)only

Comfortable air conditioning by Efficient air conditioning based on the
preventing direct blowing of cold air room layout

and by providing swinging air flow

simultaneously.

Human sensor increases more energy saving 2 modes can be selected.

. . . . . . Power is saved while
Energy saving operation starts automatically by detecting the motion AUt0Saving: o ole are away,
of a person. 2 modes of save operation mode and stop mode can be
selected. Auto OFF Operation stops after

people go out.

*Touch Panel Wired RC (UTY-RNRYZ3) only

Human sensor (Option)

Various Cassette Grille

Both, black and white color grilles are available.
There are three types: white color grille with
Remote Controller, only white color grille and
only black color grille.
Selectable according to the atmosphere
and/or usage of the room. UTG-UKYA-W [— UTG-UKYA-B UTG-UKYCW
White Color Grille - Black Color Grille White Color Grille
With touch panel wired | =~
remote controller
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Model: AUXG18LRLB / AUXG24LRLB
AUXG30LRLB / AUXG36LRLB / AUXG45LRLB / AUXG54LRLB -

Touch Panel Wired R.C. -

: y J
B : e

AUXG18/24LRLB

L4 -

AUXGIOI36/45/54LRLE For AUXG18/24LRLB  For AUXG30/36LRLB  For AUXG45/54LRLB

Specifications

N AUXGIBLRLB | AUXG24LRLB | AUXG30LRLB | AUXG36LRLB | AUXG4SLRLB | AUXG5A4LRLB
Model No.
AOYGISBLBCA | AOYG24LBCA | AOYG3OLBTA | AOYG36LBTA | AOYG4SLBTA | AOYG54LBTA

Power Source Single phase, ~230V, 50Hz
Capacity Cooling oW 5.2 (0.9-6.5) 6.8 (0.9-8.0) 8.5 (2.8-10.0) 9.5 (2.8-11.2) 12.5 (4.0-14.0) 13.3 (4.5-14.5)
Heating 6.0 (0.9-8.0) 7.8 (0.9-9.1) 10.0 (2.7-11.2) 10.8 (2.7-12.7) 14.0 (4.2-16.2) 15.8 (4.7-16.5)
Input Power Cooling/Heating kW 1.42/1.50 2.16/2.18 2.56/2.77 2.96/2.91 3.85/3.73 4.38/4.58
EER Cooling WIW 3.66 3.15 3.32 3.21 3.25 3.04
cop Heating 4.00 3.58 3.61 371 3.75 3.45
Pdesign Cooling/Heating(-10°C) kW 5.2/4.3 6.8/6.0 8.5/8.0 9.5/8.7 - -
SEER Cooling WIW 7.05 6.60 6.70 6.40 - -
SCoP Heating (Average) 4.40 4.20 4.30 4.30 - -
Energy Efficiency Cooling A++ A++ At At - N
Class Heating (Average) A+ A+ A+ A+ - -
Max. Operating Current Cooling/Heating A 10.0/13.5 13.5/18.5 17.0/17.0 20.0/20.0 20.5/20.5 21.5/21.5
Annual Energy Cooling Whia 258 361 444 519 - -
Consumption Heating 1,367 1,999 2,604 2,833 - -
Moisture Removal I/h 2.2 2.7 2.5 33 4.5 5.0
Indoor (Cooling) HIM/LIQ 33/32/31/28 35/33/32/29 40/38/36/33 441461138134 46/42/39/35 47143140136
Sound Pressure Level Indoor (Heating) H/IM/LIQ 33/32/31/28 35/33/32/29 40/38/36/33 44]461/38/34 46/42/39/35 47143/40/36
Outdoor(Cooling/Heating) | High dB(A) 51/50 55/56 53/55 54155 55/55 55/57
Sound Power Level Indoor(Cooling/Heating) High 47147 49/49 54/54 58/58 60/60 61/61
Outdoor(Cooling/Heating) | High 64162 68/68 67169 68/70 68/68 69/71
Aiflow Rate Indoor / Outdoor (Cooling) | High mh 1,050/1,900 1,150/2,460 1,600/3,600 1,900/3,800 2,000/6,750 2,100/6,750
Indoor / Outdoor (Heating) | High 1,050/1,700 1,150/2,340 1,600/3,600 1,900/3,800 2,000/6,200 2,100/6,850
Net Dimensions Indoor mm 246x840x840 246x840x840 288x840x840 288x840x840 288x840x840 288x840x840
HxWxD Outdoor mm 620x790x290 620x790x290 830x900%330 830x900=330 1290x900x%330 1290x900%330
Weight Indoor kq(lbs) 24 (53) 24 (53) 26 (57) 26 (57) 29 (64) 29 (64)
Outdoor kg(Ibs) 41 (90) 41 (90) 61 (134) 61 (134) 86 (190) 86 (190)
Connection Pipe Diameter (Liquid / Gas) 6.35/12.7 6.35/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (I.D./0.D.) mm 25/32 25/32 25/32 25/32 25132 25132
Max Pipe Length (Pre-Charge) m 30 (15) 30 (15) 50 (20) 50 (20) 50 (20) 50 (20)
Max Height Difference 20 20 30 30 30 30
Operation Range Cooling DB -15 to 46 -15 to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15to 24 -15to 24 -15to 24 -15to 24 -15to 24 -15to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
Charge [ kg(C02eq-T) 1.80 (3.758) 1.80 (3.758) 2.10 (4.385) 2.10 (4.385) 3.35 (6.995) 3.35 (6.995)
Variation UTG-UKYA-W: White Colpr with touch panel wired remote controller
. UTG-UKYGW: White Color / UTG-UKYA-B*1: Black Color
Cassette Grile Dimensions (H W = D) [ mm 53x950<050 | 53x950x950 | 53x950x950 | 53x950x950 | 53+050x950 | 53+950x950
Weight [ kg(lbs) 60(13) | 6003 [ 6003 [ 6003 | 6003 | 60(13
*1: IR Receiver kit and human sensor kit cannot be connected.
Optional parts
Compact Wired Remote Controller: UTY-RCRYZ1 Wireless LAN Interface: UTY-TFNXZ1 Cassette Grille: UTG-UKYA-B
Wired Remote Controller (Touch Panel): UTY-RNRYZ3 FJ-RGWIFI-1 UTG-UKYA-W
Wired Remote Controller: UTY-RLRY KNX® Convertor: UTY-VKSX UTG-UKYGW
UTY-RNNYM MODBUS® Convertor: UTY-VMSX Air Outlet Shutter Plate: UTR-YDZK
UTY-RVNYM External input and output PCB: UTY-XCSX MODBUS® Interface: FJ-RGMBS-1
Simple Remote Controller (Without operation mode): UTY-RHRY External input and output PCB Box: UTZ-GXRA KNX® Interface: FJ-RGKNX-Ti
Simple Remote Controller: UTY-RSRY Insulation Kit For High Humidity: ~ UTZ-KXRA Network Convertor for single split (DC power supply type): UTY-VTGX
UTY-RSNYM Fresh Air Intake Kit: UTZ-VXRA Network Convertor for single split (AC power supply type): UTY-VTGXV
Human Sensor Kit: UTY-SHZXC Wide Panel: UTG-AKXA-W
External Switch Controller: UTY-TERX Panel Spacer: UTG-BKXA-W (Outdoor unit 45/54)
External Connect Kit: UTY-XWZXZG IR Receiver Unit UTY-LBTYC External Connect Kit: UTY-XWZXZ3
Dimensions
(Unit: mm)
IR receiver (Option) Human sensor (Option) B @/ \c
N
g sl
o
- sl
2 IE

Drain hose  Liquid pipe  Gas pipe

Wire hole

(=)
wn
g— (): AUXG18/24LRLB
o,
~
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SPLIT

Cassette
4-way Flow Series
Comfort for large room

REGRIGERANT

R&4T0A

|
o
Drain Pump ] Biue Fin

(45/54)

High efficiency turbo fan with 3-dimensional blade

Previous turbo fan: Air passing through the heat exchanger was
uneven and the air would only flow close to the ceiling.

450 mm

Separation

.;.

Heat exchanger
I <Motorside> |

Conventional blade

Fast

A"EUneven airflow:]-"

Slow

phenomenon of
airflow ) 7 Wind
causes noise [/ velocity

New turbo fan: High efficiency airflow distribution has been achieved
by the introduction of a 3 dimensional blade which increases the air
passing over the heat exchanger.

7 R

No airflow
separation

Quiet

Heat exchanger
< Motor side >

I B

3-dimensional blade

\. J

<€—: Spin direction

- - Aifflow difection < © ® : Turbulent flow noise

Improvement of the airflow distribution

Frontpart  Ceiling

The louver design distributes air leaving a space between
the chassis and the ceiling allowing far and wide airflow
distribution.

Rear part

Much less temperature irreqularity

Bottom view

Round louver by spreading airflow widely

Adjustment of hanger position is
possible after installation.

Hanging bracket can be checked directly by removing the corner cover.
Hanging position can be arranged easily.

Detachable
Grille corner

J

——

-

Adjustment can be done
just taking off the corner
part

5-052

Low ambient operation

Cooling 46°C

Heating 24°C

-15°C

at Heating

-10°C -15°C



Model : AUYG30LRLE / AUYG36LRLE / AUYG45LRLA / AUYG54LRLA / e
AUYG36LRLA [3 phase] / AUYG45LRLA [3 phase] / AUYG54LRLA [3 phase]

sy

2 Bl - i
For AUYG30/36LRLE For AUYG45LRLA For AUYG36/45/54LRLA
(Single phase)

Specifications

AUYG30LRLE | AUYG36LRLE | AUYGA5LRLA| AUYG4SLRLA|AUYG54LRLA
L |AUYG3OLRLE | AUYG36LRLE | AUYGASLRLA| AUYGASLRLA|AUYGSGLRLA
AOYG30LETL | AOYG36LETL | AOYGASLBTC| AOYGASLETL | AOYG5ALETL

AUYG36LRLA|AUYG4A5LRLA[AUYG54LRLA
AOYG36LATT | AOYG45LATT | AOYGS54LATT

Power Source Single phase, ~230V, 50Hz 3 phase, ~400V, 50Hz
Capacity Cooling oW 8.5(2.8-10.0) [10.0 (2.8-11.2){12.1 (4.0-13.5) | 12.5 (4.0-14.0) | 13.3 (4.5-14.5) | [ 10.0 (4.7-11.4) | 12.5 (5.0-14.0)| 14.0 (5.4-16.0)
Heating 10.0 (2.7-11.2) [ 11.2 (2.7-12.7) [13.5 (4.2-15.7) | 14.0 (4.2-16.2) | 16.0 (4.7-16.5) | | 11.2 (5.0-14.0) [ 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
Input Power Cooling/Heating kw 2.6512.77 3.12/3.02 3.89/3.85 3.88/3.77 4.4214.69 2.44]2.56 3.54/3.58 4.36/4.43
EER Cooling WIW 3.21 3.21 3.11 3.22 3.01 4.10 3.53 3.21
Cop Heating 3.61 3.71 3.51 3.71 3.41 4.38 3.91 3.61
Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 10.0/18.7 - - - 10.0/10.0 - -
SEER Cooling Wiw 6.50 6.30 - - - 6.50 - -
scop Heating (Average) 4.30 4.20 - - - 4.30 - -
Energy Efficiency Cooling A+t At+ - - - Att - -
Class Heating (Average) A+ A+ - - - Ar B _
Max. Operating Current Cooling/Heating A 17.0/17.0 18.5/20.0 23.5/23.5 20.5/20.5 21.5/21.5 7.9/7.9 8.9/8.9 9.9/9.9
Annual Energy Cooling KWhia 458 555 - - - 538 - -
Consumption Heating 2,604 2,897 - - - 3,253 - -
Moisture Removal I/h 2.5 3.5 4.5 4.5 5.0 3.0 4.5 5.0
Indoor (Cooling) H/M/L/Q 40/38/36/32 | 43/38/36/32 | 46/42/40/36 | 46/42140/36 | 47143141137 | | 44/39/36/33 | 46/42/40/36 | 47143141137
Sound Pressure Level Indoor (Heating) H/M/L/Q 40/38/36/32 | 43/38/36/32 | 46/42/40/36 | 46/42140/36 | 47143/41/37 | | 44/39/36/33 | 46/42/40/36 | 47/43141/37
Outdoor(Cooling/Heating) | High dB(A) 53/55 54/55 58/58 55/55 55/57 51/53 54/54 55/56
Sound Power Level Indoor(Cooling/Heating) | High 54/54 57157 - - - 58/58 - -
Outdoor(Cooling/Heating) | High 68/69 69/70 - - - 67169 - -
Airflow Rate Indoor / Outdoor (Cooling) | High mrh 1,600/3,600 | 1,800/3,800 | 1,900/4,650 | 1,900/6,750 | 2,000/6,750 1,800/6,200 | 1,900/6,750 | 2,000/6,900
Indoor / Outdoor (Heating) | High 1,600/3,600 | 1,800/3,800 | 1,900/4,650 | 1,900/6,200 | 2,000/6,850 | | 1,800/6,200 | 1,900/6,200 | 2,000/6,900
Net Dimensions Indoor mm 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | 288x840x840 | | 288x840x840 | 288x840x840 | 288x840x840
HxWxD Outdoor mm 830x900x330 | 830x900=330 | 914x970x370 | 1,290x900x330 1,290x900x330 | {1,290x900x330 1,290x900x330 | 1,290x900x330
Weight Indoor kg(Ibs) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57) 26 (57)
Outdoor kg(Ibs) 61 (134) 61 (134) 75 (165) 86 (190) 86 (190) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 | 9.52/15.88 9.52/15.88 | 9.52/15.88 | 9.52/15.88
Drain hose Diameter (1.D./0.D.) mm 25.0/32.0 25.0/32.0 25.0/32.0 25.0/32.0 25.0/32.0 25.0/32.0 25.0/32.0 25.0/32.0
Max Pipe Length (Pre-Charge) 50 (20) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
Max Height Difference m 30 30 30 30 30 30 30 30
Operation Range Cooling DB -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46 -15to 46
Heating -15to 24 -15 to 24 -15to 24 -15to 24 -15 to 24 -15 to 24 -15 to 24 -15to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) | R410A (2,088) | R410A (2,088)
Charge [ kq(C02eq-T) | 2.10 (4.385) | 2.10 (4.385) | 2.90 (6.055) | 3.35 (6.995) | 3.35 (6.995) | | 3.45 (7.204) | 3.45 (7.204) | 3.45 (7.204)
Model name UTG-UGYA-W [ UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W | | UTG-UGYA-W | UTG-UGYA-W | UTG-UGYA-W
Cassette Grille Dimensions (H x W x D) [ mm 50x950%950 | 50%x950x950 | 50x950%950 | 50x950x950 | 50x950x950 | | 50x950x950 | 50x950%950 | 50%x950x950
Weight [ kq(Ibs) 5.5(12) 5.5(12) 5.5(12) 5.5(12) 5.5(12) 5.5(12) 5.5(12) 5.5(12)
Optional parts
Wired Remote Controller:  UTY-RNNYM Insulation Kit For High Humidity: UTZ-KXGA Network Convertor for single split (DC power supply type): UTY-VTGX
UTY-RVNYM Fresh Air Intake Kit: UTZ-VXGA Network Convertor for single split (AC power supply type): UTY-VTGXV
Simple Remote Controller: UTY-RSNYM External Connect Kit: UTD-ECS5A Cassette Grille: UTG-UGYA-W
External Switch Controller: UTY-TERX Wide Panel: UTG-AGYA-W
Wireless LAN Interface:  UTY-TFNXZ1 Panel Spacer: UTG-BGYA-W (Outdoor unit 36/45/54)
FJ-RGWIFI-1 Air Outlet Shutter Plate: UTR-YDZC External Connect Kit: UTY-XWZXZ2
IR Receiver Unit: UTY-LRHYA2 MODBUS® Interface: FJ)-RCG-MBS-1
External Connect Kit: UTY-XWZX KNX® Interface: FJ-RGKNX-Ti
Dimensions
(Unit: mm) .
IR receiver 796
(Option) 950 Hanging bolt position
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