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2-Fan & Wide airflow Cooling Prevents cold air Heating Prevents cold  Window

Individual vertical airflow by 2-fan can
control the whole room comfortably.

at operation

start @

at operation at stable
start operation

at stable
operation

Flexible & easy installation Beneath Standard concave Wall Half concealed

standard window portion (Optional parts necessary)

Due to compact and whole surface suction
method model, floor, concealed, half
concealed, or wall mounted installation
can be available to match the room layout.

(Unit: mm)

(Unit: mm) (Unit: mm)

Flexible piping connection 6 direction of

drain & piping Back view
Drain hose and piping can be drawn flexibly in the right, left, side, 1 6
and down directions. 7
3 Drain hose 4 ™~ piping
10°C HEAT Operation Low ambient operation

The room temperature ) Cooling 43°C

can be setto go no 10°C HEAT" Button ON
lower than 10°C, thus Heating 24°C
ensuring that the room -I 50(:
20°C -
does not get toq cold Indoomugit operation START :
when not occupied. at Heating
10°C

-10°C -15°C
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Model: AGYGO9ILVCA / AGYG12LVCA / AGYG14LVCA

<

Wireless R.C.

S cations

pe
odel No.

Power Source Single phase, ~230V, 50Hz
) Cooling 2.6 (0.9-3.5) 3.5 (0.9-4.0) 4.2 (0.9-5.0)
Capacity Heating Kw 3.5 (0.9-5.5) 4.5 (0.9-6.6) 5.2 (0.9-8.0)
Input Power Cooling/Heating kw 0.53/0.79 0.94/1.19 1.14/1.44
EER Cooll.rlg WIW 4.91 3.72 3.68
Cop Heating 4.43 3.78 3.61
Pdesign Cooling/Heating(-10°C) kw 2.6/2.9 3.5/3.8 4.214.7
SEER Cooling WIW 7.00 6.50 6.40
Scop Heating (Average) 4.20 4.00 4.00
Energy Efficiency Cooling A+t A+t At
Class Heating (Average) A+ A+ A+
Max. Operating Current Cooling/Heating A 7.0/10.0 7.0/10.0 9.0M13.5
Annual Energy Cooling KWhia 130 188 230
Consumption Heating 967 1,330 1,645
Moisture Removal I/h 13 1.8 2.1
Indoor (Cooling) H/IM/L/Q 40/35/129/22 £40/35/29/22 44/38/31/22
Sound Pressure Level Indoor (Heating) HIM/L/Q 40/35/29/22 40/35/29/22 43/37129122
Outdoor(Cooling/Heating) | High dB(A) 47148 48149 50/50
Indoor(Cooling/Heating) | High 55/56 55/56 58/58
sound Power Level Outdoor((oolir?g/Heatir?g) High 64165 64165 65/66
Aiflow Rate Indoor / Outdoor (Cooling) | High mh 570/1,680 570/1,680 650/1,910
Indoor / Outdoor (Heating) | High 600/1,490 600/1,680 650/1,750
Net Dimensions Indoor mm 600x740x200 600x740x200 600x740x200
HxWxD Outdoor mm 540x790x290 540x790x290 578x790x300
Weight Indoor kq(Ibs) 14 (31) 14 (31) 14 (31)
Outdoor kq(Ibs) 36 (79) 36 (79) 40 (88)
Connection Pipe Diameter (Liquid / Gas) 6.35/9.52 6.35/9.52 6.35/12.70
Drain hose Diameter (I.D./0.D.) mm 13.8/15.8 to 16.7 13.8/15.8 to16.7 13.8/15.8 to 16.7
Max Pipe Length (Pre-Charge) 20 (15) 20 (15) 20 (15)
Max Height Difference m 15 15 15
. Cooling N -10to 43 -10to 43 -10to 43
Operation Range Heating s 510 24 510 24 510 24
Refigerant Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088)
Charge [ kg(C02eq-T) 1.05 (2.192) 1.05 (2.192) 1.15 (2.401)

Optional parts

Wired Remote Controller:  UTY-RNNYM Network Convertor for single split (DC power supply type): UTY-VTGX
UTY-RVNYM Network Convertor for single split (AC power supply type): UTY-VTGXV

Simple Remote Controller: UTY-RSNYM External Connect Kit: UTY-XWZX
External Switch Controller: UTY-TERX Half Concealed Kit: UTR-STA
Wireless LAN Interface:  UTY-TFNXZ1 MODBUS® Interface: FJ-RG-MBS-1
FJ-RGWIFI-1 KNX® Interface: FJ-RGKNX-Ti
Dimensions
(Unit: mm)
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Floor/Ceiling

Comfort & Dual Design
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Flexible installation

Example for floor installation Example for ceiling installation
Floor console Under ceiling

Double auto Swing Rightand ;eftSwing Up and Down Swing

A combination of right/left and up/down directional swing allows
3-dimensional air direction control

5 steps selectable 7 steps selectable
=> Steps
— Swing: Cooling, Dry and Fan mode
— Swing: Heating and Fan mode

High power Low ambient operation
DC fan motor

— Cooling 46°C
* High power ;
» Wide rotation range Heating 24°C
* High efficiency -I SOC

at Heating
-10°C -15°C
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Model : ABYG18|

LVTB / ABYG24LVTA

del No.

For ABYGISLVTB

=

For ABYG24LVTA

SPLIT

Power Source Single phase, ~230V, 50Hz
) Cooling 5.2 (0.9-5.9) 6.8 (0.9-8.0)
Capacity Heating Kw 6.0 (0.9-7.5) 8.0 (0.9-9.1)
Input Power Cooling/Heating kw 1.62/1.66 2.2112.26
EER Cooling 3.21 3.08
Cop Heating ww 3.61 3.54
Pdesign Cooling/Heating(-10°C) kw 5.2/5.2 6.8/6.0
SEER Cooling WIW 6.10 5.60
Scop Heating (Average) £4.00 3.90
Energy Efficiency Cooling A+t A+
(Class Heating (Average) A+ A
Max. Operating Current Cooling/Heating A 11.5/13.5 14.7115.7
Annual Energy Cooling KWhia 298 425
Consumption Heating 1,818 2,153
Moisture Removal I/h 2.0 2.7
Indoor (Cooling) H/IM/L/Q 43/40/34/31 48/44/40/35
Sound Pressure Level Indoor (Heating) HIM/L/Q 43/40/34/31 48144140135
Outdoor(Cooling/Heating) | High dB(A) 50/50 53/54
Indoor(Cooling/Heating) | High 57/57 61/61
sound Power Level Outdoor((oolir?g/Heatir?g) High 62/65 66/66
) Indoor / Outdoor (Cooling) | High B 780/2,380 980/2,850
Alrflow Rate Indoor / Outdoor (Heating) High m/h 780/2,080 980/2,700
Net Dimensions Indoor mm 199x990x655 199x990x655
HxWxD Outdoor mm 632x799x290 716x820x315
. Indoor kq(Ibs) 27 (60) 27 (60)
Weight Outdoor kq(lbs) 36 (79) 42 (93)
Connection Pipe Diameter (Liquid / Gas) 6.35/12.70 6.35/15.88
Drain hose Diameter (1.D./0.D.) mm 25132 2532
Max Pipe Length (Pre-Charge) 25 (15) 30 (15)
Max Height Difference m 15 20
. Cooling N -10to 46 -10to 46
Operation Range Heating s 510 24 510 24
) Type (Global Warming Potential) R410A (2,088) R410A (2,088)
Refrigerant
Charge [ kg(C02eq-T) 1.20 (2.506) 1.50 (3.132)

Optional parts

Wired Remote Controller:  UTY-RNNYM Network Convertor for single split (DC power supply type): UTY-VTGX
UTY-RVNYM Network Convertor for single split (AC power supply type): UTY-VTGXV
Simple Remote Controller: UTY-RSNYM External Connect Kit: UTY-XWZX
External Switch Controller: UTY-TERX MODBUS® Interface: FJ-RGMBS-1
Wireless LAN Interface: UTY-TFNXZ1 KNX® Interface: FJ-RGKNX-Ti
FJ-RGWIFI-1
Dimensions
(Unit: mm)
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@ Refrigerant piping flare connection (Liquid)
@ Refrigerant piping flare connection (Gas)

® Drain piping connection
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Light Elegant Design

Light-elegant and three-dimensional expression composed of curved
surface gives comfort and wellbeing.

Flexible installation

Drain hose and piping can be set in the casing and drawn out flexibly in
the right, left, side and down directions.

Easy installation
The indoor unit can be easily installed under the ceiling due to the new designed mounting.

1. Set mounting brackets 2. Hold up the ceiling and fit the 3. Attach with screws
ceiling to the mounting brackets

Easy maintenance

The front panel can be opened without Drain pan can be taken off for cleaning. Components in the control box can be
removing for safe & speedy maintainance. easily accessed from the widely open side.
ot N
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Model : ABYG18KRTA / ABYG22KRTA / ABYG24KRTA / ABYG30KRTA / ABYG36KRTA / ABYG45KRTA
ABYG36KRTA [3 phase] / ABYG45KRTA [3 phase] / ABYG54KRTA [3phase]

Ny N

ABYG18/22KRTA
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For ABYGA45/54KRTA

TENTATIVE

pe
o ABYGIBKRTA | ABYG22KRTA | ABYG24KRTA | ABYG3OKRTA | ABYGIGKRTA | ABYGasKRTA [l ABYG3GKRTA | ABYGASKRTA | ABYGS4KRTA
ode! 0.
AOYGIBKBTB | AOYG22KBTB | AOYG24KBTB | AOYG3OKBTB | AOYG3GKBTB | AOYGaSKETB |l AOYG3GKRTA | AOYGASKRTA | AOYGSAKRTA

Power Source Single phase, ~230V, S0Hz 3 phase, ~400V, 50Hz
Capacity Cooling oW 5.2(0.9-5.9) | 6.0(0.9-6.7) | 6.8(0.9-8.0) | 8.5(2.8-10.0) | 9.5(2.8-11.2) | 12.1(4.0-13.5) 9.5(2.8-11.2) | 12.1(4.0-13.5) | 13.4{4.5-14.5)
Heating 6.0(0.9-75) | 7.00.9-8.0) | 75(0.9-9.1) | 10.0(2.7-11.2) | 10.8(2.7-12.7) | 13.5(4.2-16.2) ~ 10.8(2.7-12.7) | 13.5(4.2-16.2) | 15.5(4.7-16.5)
Input Power Cooling/Heating kw 1.55/1.62 1.87/1.95 2.14/1.97 2.6512.77 2.96/2.88 4271384 2.96/2.88 4221384 4421443
EER Cooling WIW 335 3.21 318 3.2 3.2 2.87 3.21 287 3.01
op Heating 370 3.59 381 361 375 352 375 3.52 35
Pdesign Cooling/Heating(-10°C) kw 5.21b.4 6.0/4.8 6.8/6.0 8.5/8.0 9.5/8.7 121192 9.5/8.7 12.119.2 13.4/-
SEER Cooling WIW 6.2 6.1 6.2 6.1 637 - 6.37 -
scop Heating (Average) Al 40 A 40 421 - 421 -
Enerqgy Efficiency Cooling Art Att Art Ast Art - Att -
(lass Heating (Average) A+ A+ A+ A+ At - A+ - -
Max. Operating Current Cooling/Heating A 121n21 12.6/12.6 13.6/13.6 22612.6 2261226 28.5/28.5 10.5/10.5 1401140 14.014.0
Annual Energy Cooling KWhia 298 344 384 486 524 - 524 - -
Consumption Heating 1,501 1,671 2,042 2,796 2,904 - 2,904 - -
Moisture Removal I/h 20 25 22 30 26 45 26 45 -
Indoor (Cooling) H/M/L/IQ 38/36/33/31 | 42137134131 | £1/36/32/29 | 45140135132 | 44ILOI3TI32 | 45141139134 4440137132 | 45141139134 48
Sound Pressure Level Indoor (Heating) H/M/L/IQ 38/36/33/31 | 42037134/31 | 4113632129 | 45I40/35/32 | LA4IKOI3TI32 | 45I41/39134 L4ILDI37132 | K5141/39/34 48
Outdoor(Cooling/Heating) | High dB(A) 50/50 51/51 53/54 53/55 55/55 57157 55/55 57157 58/59
Sound Power Level Indoor(Cooling/Heating) | High 53153 57157 56/56 60/60 59/59 60/60 59/59 60/60 63/63
Outdoor(Cooling/Heating) | High 62162 63/63 65/66 68/69 70170 A 70/70 i 73173
Airflow Rate Indoor / Outdoor (Cooling)| High mlh 840/2,160 900/2,240 1,230/2,700 | 1,400/3,750 | 1,850/3,750 | 1,900/%,450 1,850/3,750 | 1,900/4,450 -
Indoor / Outdoor (Heating) | High 840/1,830 900/1,960 | 1,230/2,700 | 1,400/3,750 | 1,800/3,750 | 1,850/4450 1,850/3,750 | 1,850/4,450 -
Net Dimensions Indoor mm 235x1,080%705 | 235¢1,080x705 | 235x1,390x705 | 235¢1,390x705 | 235¢1,700x705 | 235¢1,700x705  235x1,700x705 | 235x1,700x705 | 235x1,700x705
HxWxD Outdoor mm 632x799x290 | 632x799x290 | 716x820x315 | 788x940x320 | 788x940x320 | 998x940x320  788x940x320 | 998x940x320 | 998x940x320
Weight Indoor kq(Ibs) 24(53) 24(53) 31(68) 31(68) 38(84) 38(84) 38(84) 38(84) 40(88)
Outdoor kq(Ibs) 36(79) 38(84) 42(93) 52(115) 52(115) 67(148) 53(117) 67(148) 67(148)
Connection Pipe Diameter (Liquid / Gas) m 6.35/12.7 6.35/12.7 6.35/12.7 9.52/15.88 9.52/15.88 | 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain hose Diameter (1.D./0.D.) 2532 2532 2532 2532 25132 25132 25132 2532 25132
Max Pipe Length (Pre-Charge) 30(20) 30(20) 30(20) 50(30) 50 (30) 50 (30) 50(30) 50(30) 50(30)
Max Height Difference m 20 25 25 30 30 30 30 30 30
Operation Range Cooling DB -15t0 46 -15t0 46 -15t0 46 -15t0 46 -15t0 46 -15to 46 -15t0 46 -15t0 46 -15to 46
Heating -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24 -15t0 24
: Type (Global Warming Potential) R32(675) R32(675) R32(675) R32(675) R32 (675) R32 (675) R32(675) R32(675) R32(675)
Refrigerant
Charge [ kg(CO2eq-T) | 1.02(0.689) | 1.25(0.844) | 1.25(0.844) | 1.90(1.283) 1.90(1.283) 2.70(1.823) 1.90(1.283) 2.70(1.823) 27(1.823)
Optional parts
Compact Remote Controller: UTY-RCRYZ1 External Connect Kit: UTY-XWZXZG Network Convertor for single split (DC power supply type): UTY-VTGX
Wired Remote Controller (Touch Panel): UTY-RNRYZ3 Wireless LAN Interface: UTY-TFSXZ1 Network Convertor for single split (AC power supply type): UTY-VTGXV
Wired Remote Controller : UTY-RLRY MODBUS® Convertor:  UTY-VMSX
Simple Remote Controller (Without operation mode): UTY-RHRY KNX® Convertor UTY-VKSX (Outdoor unit 30/36/45/54)
Simple Remote Controller: UTY-RSRY Drain Pump Unit: UTZ-DPB24T External Connect Kit: UTY-XWZXZ3
External Switch Controller : UTY-TERX IR Receiver Unit : UTY-LBTYH
External input and output PCB : UTY-XCSX L-Type Piping Kit: UTP-FX24A (18/22/24)
External input and output PCB Box : UTZ-GXRA UTP-FX35A (30/36/45/54)
Dimensions
(Unit: mm)
A
B
C =4 II m m] e
49 B4
ABYG18/22KRTA ABYG24/30KRTA ABYG36/45/54KRTA
A 1,080 1,390 1,700
4 — @ >> B 923 1,233 1,543
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Ceiling

Comfort for Large Room
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Open Concealed

Flexible installation
Various installations are possible to match the room layout. ng
Wall mounted %j\
(Locally purchased)

Up and Down Swing

Multi auto swing Rightand Left Swing

A combination of right/left and up/down directional swing
allows 3-dimensional air direction control.

5 steps selectable

5 steps selectable

> Steps

—» Swing: Cooling, Dry and Fan mode
— Swing: Heating and Fan mode

Fresh air intake
o Fresh
air
Indoor Outdoor

Low ambient operation
Cooling 46°C
Heating 24°C
15°C
at Heating
-10°C -15°C
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Model : ABYG30LRTE / ABYG36LRTE / ABYGA5LRTA /
ABYG36LRTA [3 phase] / ABYG45LRTA [3 phase] / ABYG54LRTA [3 phase]

sy
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For ABYG30/36LRTE

-

—
For ABYGA5LRTA For ABYG36/45/54LRTA

(Single phase)

o ABYG30LRTE | ABYG36LRTE | ABYGASLRTA | ABYG4SLRTA [l ABYG36LRTA | ABYG4SLRTA | ABYG54LRTA
ode! 0.
AOYG30LETL | AOYG36LETL | AOYG45LBTC | AOYG4SLETL J| AOYG36LATT | AOYGASLATT | AOYGS4LATT

Specifications

Power Source Single phase, ~230V, 50Hz 3 phase, ~400V, 50Hz
Capacity Cooling oW 8.5(2.8-10.0) | 9.4 (2.8-11.2) [ 12.1 (4.0-13.0) | 12.1 (4.0-13.3) | | 10.0 (4.7-11.4) | 12.5 (5.0-14.0) | 14.0 (5.4-16.0)
Heating 10.0 (2.7-11.2) [ 11.2 (2.7-12.7) [ 13.3 (4.2-15.2) [ 13.3 (4.2-15.5) | | 11.2 (5.0-14.0) | 14.0 (5.4-16.2) | 16.0 (5.8-18.0)
Input Power Cooling/Heating kw 2.65/2.77 2.93/3.02 4.29/3.84 3.77/3.68 2.8412.87 3.89/3.88 4.65/4.67
EER Cooling Wiw 3.21 3.21 2.82 3.21 3.52 3.21 3.01
Ccop Heating 3.61 3.71 3.46 3.61 3.90 3.61 3.43
Pdesign Cooling/Heating(-10°C) kw 8.5/8.0 9.4/8.7 - - 10.0/10.0 - -
SEER Cooling WIW 6.10 6.00 - - 6.10 - -
SCop Heating 4.20 4.10 - - 4.10 - -
Energy Efficiency Cooling A+t A+ - - A+t - -
Class Heating A+ A+ - - A+ - B
Max. Operating Current Cooling/Heating A 17.017.0 18.5/20.0 23.5/235 20.5/20.5 7.9/7.9 8.9/8.9 9.9/9.9
Annual Energy Cooling KWhia 487 548 - - 573 - -
Consumption Heating 2,662 2,965 - - 3,414 - -
Moisture Removal I/h 2.5 3.0 4.0 4.0 3.0 4.5 5.0
Indoor (Cooling) H/M/L/Q 45/43137/32 47143137/32 49/45139/34 | 49/45/39/34 47143137132 49/45/39/34 51148142138
Sound Pressure Level Indoor (Heating) H/M/LIQ 45143137132 4714313732 | 49145139/34 | 49/45/39/34 4714313732 | 49145139/34 | 51148142138
Outdoor(Cooling/Heating) | High dB(A) 53/55 54/55 58/58 55/55 51/53 54154 55/56
Sound Power Level Indoor(Cooling/Heating) | High 57160 60/61 - - 61/61 - -
Outdoor(Cooling/Heating) | High 68/69 69/70 - - 67/69 - -
Airflow Rate Indoor / Outdoor (Cooling) | High wih 1,660/3,600 1,900/3,800 2,100/4,650 2,100/6,750 1,900/6,200 2,100/6,750 2,300/6,900
Indoor / Outdoor (Heating) | High 1,660/3,600 | 1,900/3,800 | 2,100/4,650 | 2,100/6,200 1,900/6,200 | 2,100/6,200 | 2,300/6,900
Net Dimensions Indoor mm 240x1,660x700 | 240x1,660%700 | 240x1,660x700 | 240x1,660%700 | | 240x1,660x700 | 240x1,660x700 | 240x1,660x700
HxWxD Outdoor mm 830x900%330 | 830x900x330 | 914x970x370 | 1,290x900x330 |1,290x900x330{ 1,290x900x330| 1,290x900x330
Weight Indoor kq(Ibs) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 46 (101) 48 (106)
Outdoor kq(Ibs) 61 (134) 61 (134) 75 (165) 86 (190) 104 (229) 104 (229) 104 (229)
Connection Pipe Diameter (Liquid / Gas) 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88 9.52/15.88
Drain port Diameter (1.D./0.D.) mm 22.0/25.6 22.0/125.6 21.5/26.0 21.5/26.0 22.0/25.6 21.5/26.0 21.5/26.0
Max Pipe Length (Pre-Charge) 50 (20) 50 (20) 50 (20) 50 (20) 75 (30) 75 (30) 75 (30)
Max Height Difference m 30 30 30 30 30 30 30
Operation Range Cooling DB -15t0 46 -15t0 46 -15t0 46 -15to 46 -15t0 46 -15t0 46 -15t0 46
Heating -15to 24 -15to 24 -15to 24 -15 to 24 -15to 24 -15to 24 -15 to 24
Refrigerant Type (Global Warming Potential) R410A (2,088) | R410A (2,088) | R410A (2,088) | R410A (2,088) | | R410A (2,088) | R410A (2,088) | R410A (2,088)
Charge [ kg(CO2eq-T) | 2.10 (4.385) 2.10 (4.385) 2.90 (6.055) 3.35 (6.995) 3.45 (7.204) 3.45 (7.204) 3.45 (7.204)
Optional parts
Wired Remote Controller:  UTY-RNNYM Drain Pump Unit: UTR-DPB24T
UTY-RVNYM Network Convertor for single split (DC power supply type): UTY-VTGX Max.
Simple Remote Controller: UTY-RSNYM Network Convertor for single split (AC power supply type): UTY-VTGXV 5 0 0
External Switch Controller: UTY-TERX MODBUS® Interface: FJ-RGMBS-1 mm
Wireless LAN Interface: UTY-TFNXZ1 KNX® Interface: FJ-RCG-KNX-Ti
FJ-RGWIFI-T
External Connect Kit: UTY-XWZX (Outdoor unit AOYG36/45/54LATT)
UTD-ECS5A External Connect Kit: UTY-XWZXZ2
Flange (Round): UTD-RF204
Dimensions
(Unit: mm)
1660
1600

(D Refrigerant piping flare connection (Liquid)
@ Refrigerant piping flare connection (Gas)
(® Drain piping connection
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